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STAGE I: The Office

OPTIMIZATION

A.I.M.S. can link to 
and operate automatic 

vacuum loading systems to 
coordinate inventory sorting, 

stacking, storage and retrieval. 
Stacks for the future jobs can be 
created automatically based 

on the materials used in 
Ardis optimizations.

STAGE III: The Warehouse
Automated Vacuum Loaders

Fork Lift Operators

New Inventory 

Multiple users can 
access the same site-

wide material inventory 
database, the A.I.M.S. This 
real-time inventory serves 
as the ARDIS material library 
during optimizations. ARDIS 
sends optimized layouts to 

the CNC machine for 
production.

CNC Equipment +
Scrap Storage Bins

STAGE II: The Factory

Machine Operators

Labels are printed for 
each part and acceptable 

scrap size as they come off the 
saw. Scrap pieces are placed into bins 

and their location and vital information 
is entered into the A.I.M.S. Inventory by 
scanning the label. To use a scrap piece 
the saw operator scans the label to “check-
out” the piece. Scrap pieces used during 
optimization are placed on reserve - 
A.I.M.S. will issue a warning if a scrap 

piece on reserve is scanned for use 
in the incorrect job. 
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EURO SOFT
Innovative Software for Manufacturing

p: 919.468.3003
sales@eurosoftinc.com
www.eurosoftinc.com

Material 
Inventory is tracked 

in real-time and shared 
among multiple users 
and processes via the 
centralized A.I.M.S. 

database. 


